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SRK-YYSH-WF

ENEGRY SAVING AIR FLOW

COMFORT & CONVENIENCE
Blue
Fin

OTHERS

Wireless
Control System

CLEAN OPERATION & FILTER
ANTI-ALLERGY

ACTIVATED
CARBON FILTER

ANTI-ALLERGY

ACTIVATED
CARBON FILTER

SRK10,13,18YYSH-WF

SRK24YYSH-WF

Wireless 
remote control

The data are measured under the following conditions(ISO-T1, H1).  Cooling: Indoor temp. of 27˚CDB, 19˚CWB, and outdoor temp. of 35˚CDB.   Heating: Indoor temp. of 
20˚CDB, and outdoor temp. of 7˚CDB, 6˚CWB.
Sound level indicates  the  value in an anechoic chamber. During operation  these  values  are  somewhat  higher due to ambient conditions.
The above specifications are subject to change without prior notice.

SRC10YYSH-W SRC13YYSH-W SRC18YYSH-W SRC24YYSH-W

BUILT IN 
WIRELESS LAN

Wireless Control
System

 SPECIFICATIONS

FUNCTIONS

Made in Thailand

SINGLE-SPLIT WALL MOUNTED TYPE

Indoor
Outdoor
Power source

Nominal cooling capacity

Power consumption

COP

Max.running current

Indoor unit

Outdoor unit

Refrigerant

Piping size (Liquid/Gas)

Refrigerant line(one way)length
Outdoor is higher/lower

Charge amount (Pre-charge pipe length)

Type

Net weight

Sound pressure level

Net weight

Airflow rate

Exterior dimensions (HxWxD)

Sound pressure level (Hi/Me/Lo/Ulo)
Airflow rate (Hi/Me/Lo/Ulo)

Cooling 

Cooling 

Cooling

Cooling 

Cooling

Cooling 

Cooling

Exterior dimensions (HxWxD)

A

dB(A)

m³/min

mm

mm

kg

kg

m³/min

m

mm

°C

dB(A)

kg(m)

m

kW

kW

W/W

SRK10YYSH-WF SRK13YYSH-WF SRK18YYSH-WF
SRC10YYSH-W SRC13YYSH-W SRC18YYSH-W

2.8 3.6 5.3

0.675 0.85 1.48

4.15 4.24 3.58

7.5 11.5 11.5 12.5

9.8/9.2/7.4/4.3 10.7 / 9.9 / 8.0 / 4.3 12.2 / 11.5 / 8.9 / 5.1

20.3 26.2 37.4

46 48 49

540 x 645(+57) x 275 540 x 780(+62) x 290 640 x 800(+71) x 290
23.5 31.5 37.0

0.62(15m)

φ 6.35 (1/4") / φ 9.52 (3/8") φ 6.35 (1/4") / φ 12.7 (1/2")

MAX.20 MAX.20 MAX.25 MAX.30

MAX.10/MAX.10 MAX.10/MAX.10 MAX.15/MAX.15 MAX.20/MAX.20

0.77(15m) 0.9(15m)

40/34/28/19 42 / 35 / 29 / 19 46 / 39 / 32 / 23

SRK24YYSH-WF
SRC24YYSH-W

7.1

1.81

3.92

22.8 / 21.0 / 18.1 / 10.4

58.7

51

750 x 880 (+88) x 340
50.5

1.00(15m)

46 / 42 / 37 / 23

290 x 870 x 230 290 x 870 x 230 290 x 870 x 230 339 x 1197 x 262

R32 R32 R32 R32

21~50

10.0 10.0 10.0 16.5

1 Phase, 220-240V, 50 Hz/220V, 60Hz

Outdoor operating temperature range

Vertical height differences

1 HP 1.5 HP 2 HP 3 HP


